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Environmental Protection Agency § 265.381

§§ 265.353—265.369 [Reserved]

Subpart P—Thermal Treatment
§ 265.370 Other thermal treatment.

The regulations in this subpart apply
to owners or operators of facilities that
thermally treat hazardous waste in de-
vices other than enclosed devices using
controlled flame combustion, except as
§ 265.1 provides otherwise. Thermal
treatment in enclosed devices using
controlled flame combustion is subject
to the requirements of subpart O if the
unit is an incinerator, and subpart H of
part 266, if the unit is a boiler or an in-
dustrial furnace as defined in § 260.10.

[50 FR 666, Jan. 4, 1985, as amended at 56 FR
32692, July 17, 1991]

§§ 265.371—265.372 [Reserved]

§ 265.373 General operating require-
ments.

Before adding hazardous waste, the
owner or operator must bring his ther-
mal treatment process to steady state
(normal) conditions of operation—in-
cluding steady state operating tem-
perature—using auxiliary fuel or other
means, unless the process is a non-con-
tinuous (batch) thermal treatment
process which requires a complete ther-
mal cycle to treat a discrete quantity
of hazardous waste.

§ 265.374 [Reserved]

§ 265.375 Waste analysis.
In addition to the waste analyses re-

quired by § 265.13, the owner or operator
must sufficiently analyze any waste
which he has not previously treated in
his thermal process to enable him to
establish steady state (normal) or
other appropriate (for a non-contin-
uous process) operating conditions (in-
cluding waste and auxiliary fuel feed)
and to determine the type of pollutants
which might be emitted. At a min-
imum, the analysis must determine:

(a) Heating value of the waste;
(b) Halogen content and sulfur con-

tent in the waste; and
(c) Concentrations in the waste of

lead and mercury, unless the owner or
operator has written, documented data
that show that the element is not
present.

[Comment: As required by § 265.73, the owner
or operator must place the results from each
waste analysis, or the documented informa-
tion, in the operating record of the facility.]

§ 265.376 [Reserved]

§ 265.377 Monitoring and inspections.
(a) The owner or operator must con-

duct, as a minimum, the following
monitoring and inspections when ther-
mally treating hazardous waste:

(1) Existing instruments which relate
to temperature and emission control (if
an emission control device is present)
must be monitored at least every 15
minutes. Appropriate corrections to
maintain steady state or other appro-
priate thermal treatment conditions
must be made immediately either
automatically or by the operator. In-
struments which relate to temperature
and emission control would normally
include those measuring waste feed,
auxiliary fuel feed, treatment process
temperature, and relevant process flow
and level controls.

(2) The stack plume (emissions),
where present, must be observed vis-
ually at least hourly for normal ap-
pearance (color and opacity). The oper-
ator must immediately make any indi-
cated operating corrections necessary
to return any visible emissions to their
normal appearance.

(3) The complete thermal treatment
process and associated equipment
(pumps, valves, conveyors, pipes, etc.)
must be inspected at least daily for
leaks, spills, and fugitive emissions,
and all emergency shutdown controls
and system alarms must be checked to
assure proper operation.

(b) [Reserved]

§§ 265.378—265.380 [Reserved]

§ 265.381 Closure.
At closure, the owner or operator

must remove all hazardous waste and
hazardous waste residues (including,
but not limited to, ash) from the ther-
mal treatment process or equipment.

[Comment: At closure, as throughout the op-
erating period, unless the owner or operator
can demonstrate, in accordance with § 261.3
(c) or (d) of this chapter, that any solid
waste removed from his thermal treatment
process or equipment is not a hazardous
waste, the owner or operator becomes a
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